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HIGHLIGHTING FEATURES 顯著特點

Standard Digital Tape Tensioner Device 標準配備數字式膠帶放鬆裝置

Differential Speed Top/Bottom Roller 上/下壓轆可差速度運行

Special Designed Nozzle Action, Easy For Operation 特別設計風嘴運動軌跡,方便操作

Automatic Fixed Length Mode 自動計算長度貼合模式

Digital Air Pressure Display 數字顯示空氣壓力

Patented Touch Screen Interactive Interface, Easy to Learn 專利所有圖形式操作界面,簡單易懂

Modular Design, Easy Maintenance 模組化設計,極度方便維護

Ergonomic Design 人體工程力學設計

Multi-language Support 支持多國語言

Data Locking and Protecting 配備數據鎖,保護數據不被輕易修改

USB Digital Interface 配備USB數據界面	

Build-in Major Brand Bonding Parameters, Standard 
Nozzle Adjust Device

內置各大品牌膠帶貼合參數，並標配風嘴位
置調整夾具	

SPECIFICATIONS 規格

Power Supply 電壓 AC 220V 50/60Hz, 1Φ
Power Consumption 功率 (W) 3600

Compressed Air 壓縮空氣 (MPa) > 0.4

Maximum Sealing Speed 最大密封速度 (ft/min) 80

Maximum Temperature 最高風嘴溫度 (ºC) 800

Nozzle Unit 風嘴尺寸 (mm) 22

Upper Roller Width 上輪寬度 (mm) 25.4

Lower Roller Width 下輪寬度 (mm) 31

Dimensions 外形 LxWxH (mm) 1200 x 750 x 1700

Net Weight 淨重 (kg) 130

Optional Roller 可選滾輪 (mm) 10-31

INTELLIGENT  SOLUTION 充满智慧的解決方案
Applicable to 4-28mm Width Tape 
(Standard Version)

可對應從4-28mm寬度膠帶(標準
型號)

Applicable to Stretch Fabric 可對應彈性面料

Applicable to All Types of Waterproof, 
Reinforcing, and Decorative Tape

可對應所有類型的防水膠帶,補強
膠帶,裝飾膠帶

Statistical Tape Usage 可統計膠帶用量

Customized Software 可訂制軟體	

Customized Attachment According to 
Different Applications 可訂制硬體對應不同的工藝
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